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CALIFORNIA AIR RESOURCES BOARD 
MONTHLY QUALITY MAINTENANCE CHECK SHEET 

API MODEL T200U NO/NO2/NOx ANALYZER 
 

Location:  Month/Year:  
Station Number:  Technician:  

Property Number:  Agency:  
    

 
Test Parameters Readings 

 DATE:     
TIME Current time (HH:MM), if >2 min, adjust     
RANGE 500 ppb     
SAMP FLOW* 1000 ± 100 cc/min     
OZONE FLOW 80 ± 15 cc/min     
PMT 0 to 5000 mV (Record only)     
NORM PMT 0 to 5000 mV (Record only)     
PREREACT -20 to 150 mV     
HVPS 400 to 900 V (Constant)     
RECELL TEMP 40°C ± 1°C     
BOX TEMP 9 to 45°C     
PMT TEMP 5°C ± 2°C     
MF TEMP 40°C ± 1°C     
MOLY TEMP 315°C ± 5°C     
RCEL PRES <4 in-Hg (Constant)     
SAMP PRES 1 to 5 in-Hg < Ambient (Constant)     
NOx SLOPE 1.0 ± 0.3     
NOx OFFSET -50 to +50 mV     
NO SLOPE 1.0 ± 0.3     
NO OFFSET -50 to +50 mV     

* This observed value may need to be corrected for altitude.  
 
OPERATOR INSTRUCTIONS: 
 
1. Daily checks:  Review data. 
2.  Weekly Checks:  Record test parameters. 
  Change internal 1μm PTFE particulate filter.   Date:            /            /            /             _ 
3. Semi-Annual:  Calibrate analyzer.                      Date last calibrated:                                               .                                      
4. Annual:  Replace sample & ozone sintered filters & O-rings, examine critical orifice. (Replace 

orifice if needed).                      Date last performed:                                               . 
5. As Required: Replace DFU filter on Permapure dryer. Rebuild pump. Replace ozone purifier and  

pump charcoal filter.        
                          
 

Date Comments or Maintenance Performed: 
  
  
  
  

 
Reviewed by:                                Date:                              


	API MODEL T200U NO/NO2/NOx ANALYZER
	Month/Year:
	Readings
	Test Parameters

