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ATTACHMENT A
: ’ . . Rated Lo
Vehicle Engine EIM - Emission
Make - Model Category | (cc) Power (kg) TRANS Controls
(kW)
FOURTRAX
HONDA RANCHER ATVA 420 19.8 390 M5 HO2S, SFi
FOURTRAX
HONDA RANCHER ATVA 420 19.8 400 M5 HO2S, SFI
FOURTRAX
HONDA RANCHER ATVA 420 19.8 410 M5 HO2S, SF!
FOURTRAX
HONDA RANCHER AT ATVA 420 20.1 410 A5 HO2S, SFI
FOURTRAX _
HONDA RANCHER AT ATVA 420 20.1 420 A5 HO2S, SFI

ABBREVATIONS:

GENERAL: 13 CCR 1958, etc.=Title 13, California Code of Regulations, Section 1958, etc.; 40 CFR86.401-90, etc.=Title 40, Code of Federal
Regulations, Section 86.401-380, etc.;

HIGHWAY MOTORCYCLE & OFF-HIGHWAY RECREATIONAL VEHICLE CATEGORIES: ATV or ATVA=all terrain vehicle conforming to the
California definition in 13 CCR 2411(a); ATVB=0ff-highway or non-road recreational vehicles that meet USEPA definition for an all-terrain
vehicle or USEPA definition for an off-road utility vehicle and, in addition, meet one or more CARB definitions for an all terrain vehicle, off-road
utility vehicle, off-road sport vehicle, and/or sand car; EGC=electric golf cart; HMC=on-road or highway motorcycle; HMC-IA / -|1B=HMC below
50 cc/ 50 cc to below 170 cc; HMC [I=HMC 170 cc to below 280 cc; HMC-llI=HMC 280 cc and above; OFMC=off-road motorcycle; SC=sand
car above 1000 cc; OFRSV=off-road sport vehicle, including otherwise sand car but with 1000 cc engine or smaller; OFRUV=0ff-road utility
vehicle:

FUEL TYPES: CLNG=natural gas in either CNG or LNG form; CNG / LNG=compressed / liquefied natural gas; DF_CNG/GAS=dual-fuel CNG
or gasoline, etc; DSL=diesel, GAS=gasoline; HYD=hybrid; LPG=propane or liquefied petroleum gas;

EMISSION CONTROL SYSTEMS & SPECIAL FEATURES: AFS /HAFS=air fuel ratio sensor / heated AFS; (prefix) 2, 3, 4=2, 3, or 4 catalysts,
sensors, TC, SC, CAC, etc. in parallel arrangement; (parenthetic suffix) (2), (3), (4)=2, 3, or 4 catalysts, sensors, TC, SC, CAC, etc. in series
arrangement; AIR / PAIR=secondary / pulsed air injection; CAC=charge air cooler; DD} / IDI=direct / indirect diesel injection; EGR=exhaust gas
recirculation; EM=engine modification; 025 / HO2S=oxygen sensor / heated 02S; OC=oxidation catalyst; TC=turbocharger; TBi / MFI| / SF| /
DGl=throttle body / multi port / sequential / direct gasoline fuel injection; TRANS=transmission type; TWC=three way catalyst;
SC=supercharger; TWC+OC=TWC plus OC in same container; (prefix) WU=warm-up catalyst;

CERTIFICATION EMISSION LEVELS & STANDARDS: bhp=brake hp; cc=cubic centimeter; CERT=certification emission level; CID=cubic inch
displacement; CO=carbon monoxide; CO2=carbon dioxide; D+HS=diurnal plus hot soak evaporative emissions; DES_STD=manufacturer
designated standard; EIM=equivalent inertia mass; EVAP=evaporative family; FEL=family emission limit; g=gram; gal=gallon; g/bhp-hr=grams
per brake horsepower-hour; g/lkm=grams per kilometer; g/kW-hr=grams per kilowatt-hour; g/m2-day=grams per square meter per day;
g/test=grams per test; HC=(total) hydrocarbons; hp=horsepower; hr=hour; K=1000 miles; kg=kilograms; km=kilometer; kW=kilowatt; L=liter;
m2=square meter, mi=mile; mg=milligram; NOX=oxides of nitrogen; NMHC=non methane hydrocarbons; PEVAP=permeation evaporative
family, STD=emission standard; *=not applicable; (superscript) o=degree (temperature); oF=degree Fahrenheit; oC=degree Celsius.




