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Form F-S

Summary Information

I.

II.

III.

If the Participating Railroad is filing this report only to document FAC from ULELs
created in a year prior to 2010, please check here and go directly to Section D.

If the Participating Railroad is filing this report to document its fleet average for a year
prior to 2010 in order to create FAC, please check here. Go directly to Section A and,
if applicable, Section D.

If the Participating Railroad is filing this report for the year 2010 or later in
order to demonstrate whether it is in compliance with its annual obligation under
paragraph III.A.1 of the Memorandum of Mutual Understandings and Agreements
(Memorandum), check A, B, or C below to indicate which method is being used to
demonstrate compliance.

A.           Calculation of Final FA, beginning with the formula for calculating
               FA in paragraph III.B.1 of the Memorandum

B.           Exclusive Use of locomotives with CLs at or below the Fleet Average 
               Target, as defined in Section II of the Memorandum

C.           Calculation of Final FA, beginning with the formula for calculating
               FA in paragraph III.B.3 of the Memorandum

______

______

__X__

______

______

If III.A is checked above, complete Section A below and, if applicable, Section D.

If III.B is checked above, complete Section B below and, if applicable, Section D.

If III.C is checked above, complete Section C below and, if applicable, Section D.
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Fleet Average Credits from ULELs for the year 2006

ULEL ID
No. [Note 1]

ULEL
Horsepower

CL (g/
bhp-hr)

Adj.to CL
(g/bhp-

hr) [Note 2]

EL(g/bhp-
hr) [Note 3]

Locomotive
Days of

Operation
[Note 4]

Weighting
Factor

[Note 5]

Weighted
Locomotive

Days of
Operation

EL *
Weighted

Locomotive
Days of

Operation

UPY 2318 2000 1.25 0.075 1.175 11 2 22 25.85

UPY 2319 2000 1.25 0.075 1.175 29 2 58 68.15

UPY 2313 2000 1.25 0.075 1.175 35 2 70 82.25

UPY 2314 2000 1.25 0.075 1.175 39 2 78 91.65

UPY 2317 2000 1.25 0.075 1.175 72 2 144 169.2

UPY 2316 2000 1.25 0.075 1.175 129 2 258 303.15

UPY 2310 2000 1.25 0.075 1.175 139 2 278 326.65

UPY 2311 2000 1.25 0.075 1.175 141 2 282 331.35

RPRX 2401 2000 1.51 0.0453 1.4647 208 2 416 609.3152

RPRX 2403 2000 1.51 0.0453 1.4647 325 2 650 952.055

RPRX 2404 2000 1.51 0.0453 1.4647 325 2 650 952.055

UPY 2005 1400 2.8 0.168 2.632 317 1 317 834.344

TOTAL 3223 4746.0192
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A. Total EL * Weighted Locomotive Days of Operation 4746.0192

B. Total Weighted Locomotive Days of Operation 3223

C. Preliminary Weighted Average Emission Level of ULELs in g/bhp-hr (A/B)in g/bhp-hr 1.4725

D. Less: Adjustments [Note 6] 0.0

E. Weighted Average Emission Level of ULELs in g/bhp-hr 1.4725

F. Maximum Fleet Average Credits from ULELs (5.5 - E) 4.0275

G. Total Locomotive Days of Operation 1770

H. Days Needed for Maximum Credits (Per Applicable Equation) 15681.37

I. Fleet Average Credits from ULELs in g/bhp-hr (F*G/H) (Rounded) 0.5

                                This page is a substitute for Forms F-D-1 and F-D-2 in the Memorandum of Mutual Understandings and Agreements.
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Notes to Form F-D-1

.. Note No. .. Notes

    1 If two or more nominal locomotives are used for one particular physical locomotive, show only the nominal
locomotives that qualify as ULELs. If necessary, add letters (e.g., A, B) to the physical locomotive's ID No. to identify
the nominal locomotives.

    2 Any adjustment to CL should be made in accordance with Memorandum.

    3 To comply with the definition of ULEL, all entries in column 6 must be:

-- Less than or equal to 4 g/bhp-hr if this form is being submitted for a calendar year from 2002 through 2011, or
-- Less than 3 g/bhp-hr if this form is being submitted for a calendar year from 2012 through 2014.

    4 Locomotive Days of Operation should be calculated in accordance with the definition contained in Section II of the
Memorandum.

    5 Weighting Factor is determined as follows:

If Locomotive Horsepower is less than 2,000:              Factor=1
If Locomotive Horsepower is 2,000 through 2,999:     Factor=2
If Locomotive Horsepower is 3,000 or more:               Factor=5

    6 If the Participating Railroad believes that one or more adjustments to the preliminary weighted average emission level
of ULELs are appropriate in a manner similar to the Adjustments to FA permitted in accordance with paragraph III.D.I
of the Memorandum.
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South Coast Locomotive Fleet Average Emissions Program

ANNUAL COMPLIANCE REPORT

FOR

CALENDAR YEAR

2007

Submitted by a Participating Railroad
to the

California Air Resources Board
in Accordance with the

Memorandum of Mutual Understandings and Agreements
Dated

July 2, 1998

Participating Railroad: Union Pacific Railroad Company

Date Submitted:  December 22, 2008
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Form F-S

Summary Information

I.

II.

III.

If the Participating Railroad is filing this report only to document FAC from ULELs
created in a year prior to 2010, please check here and go directly to Section D.

If the Participating Railroad is filing this report to document its fleet average for a year
prior to 2010 in order to create FAC, please check here. Go directly to Section A and,
if applicable, Section D.

If the Participating Railroad is filing this report for the year 2010 or later in
order to demonstrate whether it is in compliance with its annual obligation under
paragraph III.A.1 of the Memorandum of Mutual Understandings and Agreements
(Memorandum), check A, B, or C below to indicate which method is being used to
demonstrate compliance.

A.           Calculation of Final FA, beginning with the formula for calculating
               FA in paragraph III.B.1 of the Memorandum

B.           Exclusive Use of locomotives with CLs at or below the Fleet Average 
               Target, as defined in Section II of the Memorandum

C.           Calculation of Final FA, beginning with the formula for calculating
               FA in paragraph III.B.3 of the Memorandum

______

______

__X__

______

______

If III.A is checked above, complete Section A below and, if applicable, Section D.

If III.B is checked above, complete Section B below and, if applicable, Section D.

If III.C is checked above, complete Section C below and, if applicable, Section D.
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Fleet Average Credits from ULELs for the year 2007

ULEL ID
No. [Note 1]

ULEL
Horsepower

CL (g/
bhp-hr)

Adj.to CL
(g/bhp-

hr) [Note 2]

EL(g/bhp-
hr) [Note 3]

Locomotive
Days of

Operation
[Note 4]

Weighting
Factor

[Note 5]

Weighted
Locomotive

Days of
Operation

EL *
Weighted

Locomotive
Days of

Operation

UPY 2319 2000 1.25 0.075 1.175 113 2 226 265.55

UPY 2312 2000 1.25 0.075 1.175 116 2 232 272.6

UPY 2315 2000 1.25 0.075 1.175 129 2 258 303.15

UPY 2310 2000 1.25 0.075 1.175 131 2 262 307.85

UPY 2316 2000 1.25 0.075 1.175 135 2 270 317.25

UPY 2318 2000 1.25 0.075 1.175 137 2 274 321.95

UPY 2314 2000 1.25 0.075 1.175 139 2 278 326.65

UPY 2311 2000 1.25 0.075 1.175 144 2 288 338.4

UPY 2313 2000 1.25 0.075 1.175 146 2 292 343.1

UPY 2317 2000 1.25 0.075 1.175 156 2 312 366.6

RPRX 2404 2000 1.51 0.0453 1.4647 151 2 302 442.3394

RPRX 2403 2000 1.51 0.0453 1.4647 152 2 304 445.2688

UPY 2759 2100 2.8 0.168 2.632 25 2 50 131.6

UPY 2757 2100 2.8 0.168 2.632 29 2 58 152.656

UPY 2760 2100 2.8 0.168 2.632 47 2 94 247.408

UPY 2744 2100 2.8 0.168 2.632 52 2 104 273.728

UPY 2758 2100 2.8 0.168 2.632 55 2 110 289.52

UPY 2756 2100 2.8 0.168 2.632 56 2 112 294.784

UPY 2725 2100 2.8 0.168 2.632 61 2 122 321.104

UPY 2748 2100 2.8 0.168 2.632 64 2 128 336.896

UPY 2730 2100 2.8 0.168 2.632 75 2 150 394.8

UPY 2747 2100 2.8 0.168 2.632 77 2 154 405.328

UPY 2731 2100 2.8 0.168 2.632 79 2 158 415.856

UPY 2746 2100 2.8 0.168 2.632 83 2 166 436.912

UPY 2745 2100 2.8 0.168 2.632 84 2 168 442.176

UPY 2729 2100 2.8 0.168 2.632 89 2 178 468.496

UPY 2728 2100 2.8 0.168 2.632 98 2 196 515.872

UPY 2749 2100 2.8 0.168 2.632 101 2 202 531.664

UPY 2720 2100 2.8 0.168 2.632 102 2 204 536.928

UPY 2751 2100 2.8 0.168 2.632 124 2 248 652.736

UPY 2750 2100 2.8 0.168 2.632 129 2 258 679.056

UPY 2743 2100 2.8 0.168 2.632 130 2 260 684.32

UPY 2755 2100 2.8 0.168 2.632 134 2 268 705.376

UPY 2739 2100 2.8 0.168 2.632 136 2 272 715.904
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ULEL ID
No. [Note 1]

ULEL
Horsepower

CL (g/
bhp-hr)

Adj.to CL
(g/bhp-

hr) [Note 2]

EL(g/bhp-
hr) [Note 3]

Locomotive
Days of

Operation
[Note 4]

Weighting
Factor

[Note 5]

Weighted
Locomotive

Days of
Operation

EL *
Weighted

Locomotive
Days of

Operation

UPY 2726 2100 2.8 0.168 2.632 141 2 282 742.224

UPY 2724 2100 2.8 0.168 2.632 142 2 284 747.488

UPY 2005 1400 2.8 0.168 2.632 285 1 285 750.12

UPY 2734 2100 2.8 0.168 2.632 147 2 294 773.808

UPY 2742 2100 2.8 0.168 2.632 148 2 296 779.072

UPY 2753 2100 2.8 0.168 2.632 148 2 296 779.072

UPY 2740 2100 2.8 0.168 2.632 148 2 296 779.072

UPY 2727 2100 2.8 0.168 2.632 150 2 300 789.6

UPY 2735 2100 2.8 0.168 2.632 153 2 306 805.392

UPY 2738 2100 2.8 0.168 2.632 156 2 312 821.184

UPY 2722 2100 2.8 0.168 2.632 160 2 320 842.24

UPY 2741 2100 2.8 0.168 2.632 161 2 322 847.504

UPY 2737 2100 2.8 0.168 2.632 161 2 322 847.504

UPY 2715 2100 2.8 0.168 2.632 163 2 326 858.032

UPY 2754 2100 2.8 0.168 2.632 167 2 334 879.088

UPY 2723 2100 2.8 0.168 2.632 169 2 338 889.616

UPY 2716 2100 2.8 0.168 2.632 171 2 342 900.144

UPY 2732 2100 2.8 0.168 2.632 176 2 352 926.464

UPY 2719 2100 2.8 0.168 2.632 178 2 356 936.992

UPY 2721 2100 2.8 0.168 2.632 178 2 356 936.992

UPY 2733 2100 2.8 0.168 2.632 179 2 358 942.256

UPY 2714 2100 2.8 0.168 2.632 182 2 364 958.048

UPY 2736 2100 2.8 0.168 2.632 183 2 366 963.312

UPY 2718 2100 2.8 0.168 2.632 187 2 374 984.368

UPY 2717 2100 2.8 0.168 2.632 187 2 374 984.368

UPY 2752 2100 2.8 0.168 2.632 190 2 380 1000.16

UPY 2707 2100 2.8 0.168 2.632 198 2 396 1042.272

UPY 2711 2100 2.8 0.168 2.632 207 2 414 1089.648

UPY 2709 2100 2.8 0.168 2.632 212 2 424 1115.968

UPY 2708 2100 2.8 0.168 2.632 222 2 444 1168.608

UPY 2710 2100 2.8 0.168 2.632 240 2 480 1263.36

UPY 2712 2100 2.8 0.168 2.632 241 2 482 1268.624

UPY 2706 2100 2.8 0.168 2.632 242 2 484 1273.888

UPY 2713 2100 2.8 0.168 2.632 244 2 488 1284.416

UPY 2705 2100 2.8 0.168 2.632 273 2 546 1437.072

UPY 2703 2100 2.8 0.168 2.632 274 2 548 1442.336



Union Pacific Railroad Page 5 of 7 12/22/2008

ULEL ID
No. [Note 1]

ULEL
Horsepower

CL (g/
bhp-hr)

Adj.to CL
(g/bhp-

hr) [Note 2]

EL(g/bhp-
hr) [Note 3]

Locomotive
Days of

Operation
[Note 4]

Weighting
Factor

[Note 5]

Weighted
Locomotive

Days of
Operation

EL *
Weighted

Locomotive
Days of

Operation

UPY 2704 2100 2.8 0.168 2.632 282 2 564 1484.448

UPY 2702 2100 2.8 0.168 2.632 284 2 568 1494.976

UPY 2701 2100 2.8 0.168 2.632 311 2 622 1637.104

UPY 2610 2000 2.8 0.084 2.716 1 2 2 5.432

RPRX 2405 2000 2.8 0.084 2.716 108 2 216 586.656

TOTAL 22171 53742.7562
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A. Total EL * Weighted Locomotive Days of Operation 53742.7562

B. Total Weighted Locomotive Days of Operation 22171

C. Preliminary Weighted Average Emission Level of ULELs in g/bhp-hr (A/B)in g/bhp-hr 2.424

D. Less: Adjustments [Note 6] 0.0

E. Weighted Average Emission Level of ULELs in g/bhp-hr 2.424

F. Maximum Fleet Average Credits from ULELs (5.5 - E) 3.076

G. Total Locomotive Days of Operation 11228

H. Days Needed for Maximum Credits (Per Applicable Equation) 18060.03

I. Fleet Average Credits from ULELs in g/bhp-hr (F*G/H) (Rounded) 1.9

                                This page is a substitute for Forms F-D-1 and F-D-2 in the Memorandum of Mutual Understandings and Agreements.
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Notes to Form F-D-1

.. Note No. .. Notes

    1 If two or more nominal locomotives are used for one particular physical locomotive, show only the nominal
locomotives that qualify as ULELs. If necessary, add letters (e.g., A, B) to the physical locomotive's ID No. to identify
the nominal locomotives.

    2 Any adjustment to CL should be made in accordance with Memorandum.

    3 To comply with the definition of ULEL, all entries in column 6 must be:

-- Less than or equal to 4 g/bhp-hr if this form is being submitted for a calendar year from 2002 through 2011, or
-- Less than 3 g/bhp-hr if this form is being submitted for a calendar year from 2012 through 2014.

    4 Locomotive Days of Operation should be calculated in accordance with the definition contained in Section II of the
Memorandum.

    5 Weighting Factor is determined as follows:

If Locomotive Horsepower is less than 2,000:              Factor=1
If Locomotive Horsepower is 2,000 through 2,999:     Factor=2
If Locomotive Horsepower is 3,000 or more:               Factor=5

    6 If the Participating Railroad believes that one or more adjustments to the preliminary weighted average emission level
of ULELs are appropriate in a manner similar to the Adjustments to FA permitted in accordance with paragraph III.D.I
of the Memorandum.
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South Coast Locomotive Fleet Average Emissions Program

ANNUAL COMPLIANCE REPORT

FOR

CALENDAR YEAR

2008

Submitted by a Participating Railroad
to the

California Air Resources Board
in Accordance with the

Memorandum of Mutual Understandings and Agreements
Dated

July 2, 1998

Participating Railroad: Union Pacific Railroad Company

Date Submitted:  June 22, 2011
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Form F-S

Summary Information

I.

II.

III.

If the Participating Railroad is filing this report only to document FAC from ULELs
created in a year prior to 2010, please check here and go directly to Section D.

If the Participating Railroad is filing this report to document its fleet average for a year
prior to 2010 in order to create FAC, please check here. Go directly to Section A and,
if applicable, Section D.

If the Participating Railroad is filing this report for the year 2010 or later in
order to demonstrate whether it is in compliance with its annual obligation under
paragraph III.A.1 of the Memorandum of Mutual Understandings and Agreements
(Memorandum), check A, B, or C below to indicate which method is being used to
demonstrate compliance.

A.           Calculation of Final FA, beginning with the formula for calculating
               FA in paragraph III.B.1 of the Memorandum

B.           Exclusive Use of locomotives with CLs at or below the Fleet Average 
               Target, as defined in Section II of the Memorandum

C.           Calculation of Final FA, beginning with the formula for calculating
               FA in paragraph III.B.3 of the Memorandum

______

______

__X__

______

______

If III.A is checked above, complete Section A below and, if applicable, Section D.

If III.B is checked above, complete Section B below and, if applicable, Section D.

If III.C is checked above, complete Section C below and, if applicable, Section D.
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Fleet Average Credits from ULELs for the year 2008

ULEL ID
No. [Note 1]

ULEL
Horsepower

CL (g/
bhp-hr)

Adj.to CL
(g/bhp-

hr) [Note 2]

EL(g/bhp-
hr) [Note 3]

Locomotive
Days of

Operation
[Note 4]

Weighting
Factor

[Note 5]

Weighted
Locomotive

Days of
Operation

EL *
Weighted

Locomotive
Days of

Operation

UPY 2319 2000 1.25 0.075 1.175 34 2 68 79.9

UPY 2316 2000 1.25 0.075 1.175 63 2 126 148.05

UPY 2311 2000 1.25 0.075 1.175 87 2 174 204.45

UPY 2315 2000 1.25 0.075 1.175 88 2 176 206.8

UPY 2312 2000 1.25 0.075 1.175 90 2 180 211.5

UPY 2314 2000 1.25 0.075 1.175 100 2 200 235.0

UPY 2318 2000 1.25 0.075 1.175 105 2 210 246.75

UPY 2310 2000 1.25 0.075 1.175 116 2 232 272.6

UPY 2313 2000 1.25 0.075 1.175 125 2 250 293.75

UPY 2317 2000 1.25 0.075 1.175 231 2 462 542.85

RPRX 2406 2000 1.51 0.0906 1.4194 18 2 36 51.0984

UPY 2005 1400 2.8 0.168 2.632 157 1 157 413.224

RPRX 5405 2000 2.8 0.168 2.632 80 2 160 421.12

UPY 2712 2100 2.8 0.168 2.632 164 2 328 863.296

UPY 2701 2100 2.8 0.168 2.632 197 2 394 1037.008

UPY 2741 2100 2.8 0.168 2.632 201 2 402 1058.064

UPY 2732 2100 2.8 0.168 2.632 221 2 442 1163.344

UPY 2713 2100 2.8 0.168 2.632 239 2 478 1258.096

UPY 2760 2100 2.8 0.168 2.632 250 2 500 1316.0

UPY 2744 2100 2.8 0.168 2.632 253 2 506 1331.792

UPY 2740 2100 2.8 0.168 2.632 256 2 512 1347.584

UPY 2706 2100 2.8 0.168 2.632 260 2 520 1368.64

UPY 2734 2100 2.8 0.168 2.632 262 2 524 1379.168

UPY 2714 2100 2.8 0.168 2.632 264 2 528 1389.696

UPY 2711 2100 2.8 0.168 2.632 270 2 540 1421.28

UPY 2704 2100 2.8 0.168 2.632 272 2 544 1431.808

UPY 2738 2100 2.8 0.168 2.632 272 2 544 1431.808

UPY 2746 2100 2.8 0.168 2.632 275 2 550 1447.6

UPY 2710 2100 2.8 0.168 2.632 279 2 558 1468.656

UPY 2715 2100 2.8 0.168 2.632 284 2 568 1494.976

UPY 2752 2100 2.8 0.168 2.632 289 2 578 1521.296

UPY 2707 2100 2.8 0.168 2.632 289 2 578 1521.296

UPY 2723 2100 2.8 0.168 2.632 290 2 580 1526.56

UPY 2716 2100 2.8 0.168 2.632 292 2 584 1537.088
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ULEL ID
No. [Note 1]

ULEL
Horsepower

CL (g/
bhp-hr)

Adj.to CL
(g/bhp-

hr) [Note 2]

EL(g/bhp-
hr) [Note 3]

Locomotive
Days of

Operation
[Note 4]

Weighting
Factor

[Note 5]

Weighted
Locomotive

Days of
Operation

EL *
Weighted

Locomotive
Days of

Operation

UPY 2728 2100 2.8 0.168 2.632 293 2 586 1542.352

UPY 2754 2100 2.8 0.168 2.632 294 2 588 1547.616

UPY 2743 2100 2.8 0.168 2.632 295 2 590 1552.88

UPY 2733 2100 2.8 0.168 2.632 295 2 590 1552.88

UPY 2708 2100 2.8 0.168 2.632 295 2 590 1552.88

UPY 2729 2100 2.8 0.168 2.632 296 2 592 1558.144

UPY 2709 2100 2.8 0.168 2.632 297 2 594 1563.408

UPY 2735 2100 2.8 0.168 2.632 297 2 594 1563.408

UPY 2703 2100 2.8 0.168 2.632 298 2 596 1568.672

UPY 2718 2100 2.8 0.168 2.632 300 2 600 1579.2

UPY 2736 2100 2.8 0.168 2.632 302 2 604 1589.728

UPY 2750 2100 2.8 0.168 2.632 302 2 604 1589.728

UPY 2739 2100 2.8 0.168 2.632 303 2 606 1594.992

UPY 2745 2100 2.8 0.168 2.632 303 2 606 1594.992

UPY 2755 2100 2.8 0.168 2.632 306 2 612 1610.784

UPY 2726 2100 2.8 0.168 2.632 306 2 612 1610.784

UPY 2748 2100 2.8 0.168 2.632 307 2 614 1616.048

UPY 2742 2100 2.8 0.168 2.632 309 2 618 1626.576

UPY 2749 2100 2.8 0.168 2.632 309 2 618 1626.576

UPY 2753 2100 2.8 0.168 2.632 312 2 624 1642.368

UPY 2756 2100 2.8 0.168 2.632 314 2 628 1652.896

UPY 2724 2100 2.8 0.168 2.632 316 2 632 1663.424

UPY 2727 2100 2.8 0.168 2.632 317 2 634 1668.688

UPY 2702 2100 2.8 0.168 2.632 318 2 636 1673.952

UPY 2717 2100 2.8 0.168 2.632 321 2 642 1689.744

UPY 2720 2100 2.8 0.168 2.632 322 2 644 1695.008

UPY 2722 2100 2.8 0.168 2.632 323 2 646 1700.272

UPY 2747 2100 2.8 0.168 2.632 323 2 646 1700.272

UPY 2758 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2759 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2705 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2737 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2721 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2725 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2730 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2731 2100 2.8 0.168 2.632 325 2 650 1710.8
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ULEL ID
No. [Note 1]

ULEL
Horsepower

CL (g/
bhp-hr)

Adj.to CL
(g/bhp-

hr) [Note 2]

EL(g/bhp-
hr) [Note 3]

Locomotive
Days of

Operation
[Note 4]

Weighting
Factor

[Note 5]

Weighted
Locomotive

Days of
Operation

EL *
Weighted

Locomotive
Days of

Operation

UPY 2751 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2719 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2757 2100 2.8 0.168 2.632 325 2 650 1710.8

TOTAL 36835 93878.4204
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A. Total EL * Weighted Locomotive Days of Operation 93878.4204

B. Total Weighted Locomotive Days of Operation 36835

C. Preliminary Weighted Average Emission Level of ULELs in g/bhp-hr (A/B)in g/bhp-hr 2.5486

D. Less: Adjustments [Note 6] 0.0

E. Weighted Average Emission Level of ULELs in g/bhp-hr 2.5486

F. Maximum Fleet Average Credits from ULELs (5.5 - E) 2.9514

G. Total Locomotive Days of Operation 18496

H. Days Needed for Maximum Credits (Per Applicable Equation) 18371.55

I. Fleet Average Credits from ULELs in g/bhp-hr (F*G/H) (Rounded) 3.0

                                This page is a substitute for Forms F-D-1 and F-D-2 in the Memorandum of Mutual Understandings and Agreements.
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Notes to Form F-D-1

.. Note No. .. Notes

    1 If two or more nominal locomotives are used for one particular physical locomotive, show only the nominal
locomotives that qualify as ULELs. If necessary, add letters (e.g., A, B) to the physical locomotive's ID No. to identify
the nominal locomotives.

    2 Any adjustment to CL should be made in accordance with Memorandum.

    3 To comply with the definition of ULEL, all entries in column 6 must be:

-- Less than or equal to 4 g/bhp-hr if this form is being submitted for a calendar year from 2002 through 2011, or
-- Less than 3 g/bhp-hr if this form is being submitted for a calendar year from 2012 through 2014.

    4 Locomotive Days of Operation should be calculated in accordance with the definition contained in Section II of the
Memorandum.

    5 Weighting Factor is determined as follows:

If Locomotive Horsepower is less than 2,000:              Factor=1
If Locomotive Horsepower is 2,000 through 2,999:     Factor=2
If Locomotive Horsepower is 3,000 or more:               Factor=5

    6 If the Participating Railroad believes that one or more adjustments to the preliminary weighted average emission level
of ULELs are appropriate in a manner similar to the Adjustments to FA permitted in accordance with paragraph III.D.I
of the Memorandum.
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South Coast Locomotive Fleet Average Emissions Program

ANNUAL COMPLIANCE REPORT

FOR

CALENDAR YEAR

2009

Submitted by a Participating Railroad
to the

California Air Resources Board
in Accordance with the

Memorandum of Mutual Understandings and Agreements
Dated

July 2, 1998

Participating Railroad: Union Pacific Railroad Company

Date Submitted:  June 22, 2011
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Form F-S

Summary Information

I.

II.

III.

If the Participating Railroad is filing this report only to document FAC from ULELs
created in a year prior to 2010, please check here and go directly to Section D.

If the Participating Railroad is filing this report to document its fleet average for a year
prior to 2010 in order to create FAC, please check here. Go directly to Section A and,
if applicable, Section D.

If the Participating Railroad is filing this report for the year 2010 or later in
order to demonstrate whether it is in compliance with its annual obligation under
paragraph III.A.1 of the Memorandum of Mutual Understandings and Agreements
(Memorandum), check A, B, or C below to indicate which method is being used to
demonstrate compliance.

A.           Calculation of Final FA, beginning with the formula for calculating
               FA in paragraph III.B.1 of the Memorandum

B.           Exclusive Use of locomotives with CLs at or below the Fleet Average 
               Target, as defined in Section II of the Memorandum

C.           Calculation of Final FA, beginning with the formula for calculating
               FA in paragraph III.B.3 of the Memorandum

______

______

__X__

______

______

If III.A is checked above, complete Section A below and, if applicable, Section D.

If III.B is checked above, complete Section B below and, if applicable, Section D.

If III.C is checked above, complete Section C below and, if applicable, Section D.
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Fleet Average Credits from ULELs for the year 2009

ULEL ID
No. [Note 1]

ULEL
Horsepower

CL (g/
bhp-hr)

Adj.to CL
(g/bhp-

hr) [Note 2]

EL(g/bhp-
hr) [Note 3]

Locomotive
Days of

Operation
[Note 4]

Weighting
Factor

[Note 5]

Weighted
Locomotive

Days of
Operation

EL *
Weighted

Locomotive
Days of

Operation

UPY 2317 2000 1.25 0.075 1.175 286 2 572 672.1

UPY 2310 2000 1.25 0.075 1.175 300 2 600 705.0

UPY 2315 2000 1.25 0.075 1.175 302 2 604 709.7

UPY 2313 2000 1.25 0.075 1.175 303 2 606 712.05

UPY 2311 2000 1.25 0.075 1.175 306 2 612 719.1

UPY 2312 2000 1.25 0.075 1.175 310 2 620 728.5

UPY 2318 2000 1.25 0.075 1.175 319 2 638 749.65

UPY 2319 2000 1.25 0.075 1.175 325 2 650 763.75

UPY 2316 2000 1.25 0.075 1.175 325 2 650 763.75

UPY 2314 2000 1.25 0.075 1.175 325 2 650 763.75

RPRX 2406 2000 1.51 0.0906 1.4194 1 2 2 2.8388

RPRX 5405 2000 2.8 0.168 2.632 8 2 16 42.112

UPY 2005 1400 2.8 0.168 2.632 57 1 57 150.024

UPY 2701 2100 2.8 0.168 2.632 261 2 522 1373.904

UPY 2706 2100 2.8 0.168 2.632 265 2 530 1394.96

UPY 2737 2100 2.8 0.168 2.632 269 2 538 1416.016

UPY 2732 2100 2.8 0.168 2.632 288 2 576 1516.032

UPY 2752 2100 2.8 0.168 2.632 290 2 580 1526.56

UPY 2717 2100 2.8 0.168 2.632 304 2 608 1600.256

UPY 2754 2100 2.8 0.168 2.632 305 2 610 1605.52

UPY 2751 2100 2.8 0.168 2.632 310 2 620 1631.84

UPY 2738 2100 2.8 0.168 2.632 314 2 628 1652.896

UPY 2713 2100 2.8 0.168 2.632 315 2 630 1658.16

UPY 2745 2100 2.8 0.168 2.632 317 2 634 1668.688

UPY 2756 2100 2.8 0.168 2.632 319 2 638 1679.216

UPY 2734 2100 2.8 0.168 2.632 319 2 638 1679.216

UPY 2735 2100 2.8 0.168 2.632 321 2 642 1689.744

UPY 2750 2100 2.8 0.168 2.632 323 2 646 1700.272

UPY 2716 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2748 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2714 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2733 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2702 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2707 2100 2.8 0.168 2.632 325 2 650 1710.8
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ULEL ID
No. [Note 1]

ULEL
Horsepower

CL (g/
bhp-hr)

Adj.to CL
(g/bhp-

hr) [Note 2]

EL(g/bhp-
hr) [Note 3]

Locomotive
Days of

Operation
[Note 4]

Weighting
Factor

[Note 5]

Weighted
Locomotive

Days of
Operation

EL *
Weighted

Locomotive
Days of

Operation

UPY 2720 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2760 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2759 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2749 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2739 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2703 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2721 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2725 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2704 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2746 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2728 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2757 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2743 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2747 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2730 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2724 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2736 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2723 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2740 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2708 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2718 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2744 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2726 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2742 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2753 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2712 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2711 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2731 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2758 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2755 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2727 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2709 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2715 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2729 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2741 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2710 2100 2.8 0.168 2.632 325 2 650 1710.8
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ULEL ID
No. [Note 1]

ULEL
Horsepower

CL (g/
bhp-hr)

Adj.to CL
(g/bhp-

hr) [Note 2]

EL(g/bhp-
hr) [Note 3]

Locomotive
Days of

Operation
[Note 4]

Weighting
Factor

[Note 5]

Weighted
Locomotive

Days of
Operation

EL *
Weighted

Locomotive
Days of

Operation

UPY 2705 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2719 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2722 2100 2.8 0.168 2.632 325 2 650 1710.8

TOTAL 36117 86021.2048
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A. Total EL * Weighted Locomotive Days of Operation 86021.2048

B. Total Weighted Locomotive Days of Operation 36117

C. Preliminary Weighted Average Emission Level of ULELs in g/bhp-hr (A/B)in g/bhp-hr 2.3817

D. Less: Adjustments [Note 6] 0.0

E. Weighted Average Emission Level of ULELs in g/bhp-hr 2.3817

F. Maximum Fleet Average Credits from ULELs (5.5 - E) 3.1183

G. Total Locomotive Days of Operation 18087

H. Days Needed for Maximum Credits (Per Applicable Equation) 17954.34

I. Fleet Average Credits from ULELs in g/bhp-hr (F*G/H) (Rounded) 3.1

                                This page is a substitute for Forms F-D-1 and F-D-2 in the Memorandum of Mutual Understandings and Agreements.
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Notes to Form F-D-1

.. Note No. .. Notes

    1 If two or more nominal locomotives are used for one particular physical locomotive, show only the nominal
locomotives that qualify as ULELs. If necessary, add letters (e.g., A, B) to the physical locomotive's ID No. to identify
the nominal locomotives.

    2 Any adjustment to CL should be made in accordance with Memorandum.

    3 To comply with the definition of ULEL, all entries in column 6 must be:

-- Less than or equal to 4 g/bhp-hr if this form is being submitted for a calendar year from 2002 through 2011, or
-- Less than 3 g/bhp-hr if this form is being submitted for a calendar year from 2012 through 2014.

    4 Locomotive Days of Operation should be calculated in accordance with the definition contained in Section II of the
Memorandum.

    5 Weighting Factor is determined as follows:

If Locomotive Horsepower is less than 2,000:              Factor=1
If Locomotive Horsepower is 2,000 through 2,999:     Factor=2
If Locomotive Horsepower is 3,000 or more:               Factor=5

    6 If the Participating Railroad believes that one or more adjustments to the preliminary weighted average emission level
of ULELs are appropriate in a manner similar to the Adjustments to FA permitted in accordance with paragraph III.D.I
of the Memorandum.
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South Coast Locomotive Fleet Average Emissions Program

ANNUAL COMPLIANCE REPORT

FOR

CALENDAR YEAR

2010

Submitted by a Participating Railroad
to the

California Air Resources Board
in Accordance with the

Memorandum of Mutual Understandings and Agreements
Dated

July 2, 1998

Participating Railroad: Union Pacific Railroad Company

Date Submitted:  June 22, 2011
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Form F-S

Summary Information

I.

II.

III.

If the Participating Railroad is filing this report only to document FAC from ULELs
created in a year prior to 2010, please check here and go directly to Section D.

If the Participating Railroad is filing this report to document its fleet average for a year
prior to 2010 in order to create FAC, please check here. Go directly to Section A and,
if applicable, Section D.

If the Participating Railroad is filing this report for the year 2010 or later in
order to demonstrate whether it is in compliance with its annual obligation under
paragraph III.A.1 of the Memorandum of Mutual Understandings and Agreements
(Memorandum), check A, B, or C below to indicate which method is being used to
demonstrate compliance.

A.           Calculation of Final FA, beginning with the formula for calculating
               FA in paragraph III.B.1 of the Memorandum

B.           Exclusive Use of locomotives with CLs at or below the Fleet Average 
               Target, as defined in Section II of the Memorandum

C.           Calculation of Final FA, beginning with the formula for calculating
               FA in paragraph III.B.3 of the Memorandum

______

______

__X__

______

______

If III.A is checked above, complete Section A below and, if applicable, Section D.

If III.B is checked above, complete Section B below and, if applicable, Section D.

If III.C is checked above, complete Section C below and, if applicable, Section D.
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Fleet Average Credits from ULELs for the year 2010

ULEL ID
No. [Note 1]

ULEL
Horsepower

CL (g/
bhp-hr)

Adj.to CL
(g/bhp-

hr) [Note 2]

EL(g/bhp-
hr) [Note 3]

Locomotive
Days of

Operation
[Note 4]

Weighting
Factor

[Note 5]

Weighted
Locomotive

Days of
Operation

EL *
Weighted

Locomotive
Days of

Operation

PRLX 3006 3005 1.0 0.06 0.94 158 5 790 742.6

PRLX 3002 3005 1.0 0.06 0.94 191 5 955 897.7

PRLX 3004 3005 1.0 0.06 0.94 196 5 980 921.2

PRLX 3005 3005 1.0 0.06 0.94 224 5 1120 1052.8

PRLX 3003 3005 1.0 0.06 0.94 275 5 1375 1292.5

UPY 2318 2000 1.25 0.075 1.175 304 2 608 714.4

UPY 2313 2000 1.25 0.075 1.175 316 2 632 742.6

UPY 2319 2000 1.25 0.075 1.175 323 2 646 759.05

UPY 2312 2000 1.25 0.075 1.175 325 2 650 763.75

UPY 2315 2000 1.25 0.075 1.175 325 2 650 763.75

UPY 2311 2000 1.25 0.075 1.175 325 2 650 763.75

UPY 2314 2000 1.25 0.075 1.175 325 2 650 763.75

UPY 2317 2000 1.25 0.075 1.175 325 2 650 763.75

UPY 2316 2000 1.25 0.075 1.175 325 2 650 763.75

UPY 2310 2000 1.25 0.075 1.175 325 2 650 763.75

UPY 2737 2100 2.8 0.168 2.632 49 2 98 257.936

UPY 2005 1400 2.8 0.168 2.632 123 1 123 323.736

UPY 2738 2100 2.8 0.168 2.632 310 2 620 1631.84

UPY 2728 2100 2.8 0.168 2.632 312 2 624 1642.368

UPY 2755 2100 2.8 0.168 2.632 322 2 644 1695.008

UPY 2752 2100 2.8 0.168 2.632 322 2 644 1695.008

UPY 2711 2100 2.8 0.168 2.632 324 2 648 1705.536

UPY 2754 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2734 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2743 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2756 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2719 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2758 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2753 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2715 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2705 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2718 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2731 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2733 2100 2.8 0.168 2.632 325 2 650 1710.8
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ULEL ID
No. [Note 1]

ULEL
Horsepower

CL (g/
bhp-hr)

Adj.to CL
(g/bhp-

hr) [Note 2]

EL(g/bhp-
hr) [Note 3]

Locomotive
Days of

Operation
[Note 4]

Weighting
Factor

[Note 5]

Weighted
Locomotive

Days of
Operation

EL *
Weighted

Locomotive
Days of

Operation

UPY 2701 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2704 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2735 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2732 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2757 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2727 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2750 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2744 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2717 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2724 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2747 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2726 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2730 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2760 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2745 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2725 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2729 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2740 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2716 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2707 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2748 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2759 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2723 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2710 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2739 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2722 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2720 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2721 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2741 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2749 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2736 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2706 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2713 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2742 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2702 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2712 2100 2.8 0.168 2.632 325 2 650 1710.8
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ULEL ID
No. [Note 1]

ULEL
Horsepower

CL (g/
bhp-hr)

Adj.to CL
(g/bhp-

hr) [Note 2]

EL(g/bhp-
hr) [Note 3]

Locomotive
Days of

Operation
[Note 4]

Weighting
Factor

[Note 5]

Weighted
Locomotive

Days of
Operation

EL *
Weighted

Locomotive
Days of

Operation

UPY 2709 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2703 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2708 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2714 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2751 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2746 2100 2.8 0.168 2.632 325 2 650 1710.8

TOTAL 37807 81298.532
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A. Total EL * Weighted Locomotive Days of Operation 81298.532

B. Total Weighted Locomotive Days of Operation 37807

C. Preliminary Weighted Average Emission Level of ULELs in g/bhp-hr (A/B)in g/bhp-hr 2.1504

D. Less: Adjustments [Note 6] 0.0

E. Weighted Average Emission Level of ULELs in g/bhp-hr 2.1504

F. Maximum Fleet Average Credits from ULELs (5.5 - E) 3.3496

G. Total Locomotive Days of Operation 17399

H. Days Needed for Maximum Credits (Per Applicable Equation) 17375.89

I. Fleet Average Credits from ULELs in g/bhp-hr (F*G/H) (Rounded) 3.3

                                This page is a substitute for Forms F-D-1 and F-D-2 in the Memorandum of Mutual Understandings and Agreements.
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Notes to Form F-D-1

.. Note No. .. Notes

    1 If two or more nominal locomotives are used for one particular physical locomotive, show only the nominal
locomotives that qualify as ULELs. If necessary, add letters (e.g., A, B) to the physical locomotive's ID No. to identify
the nominal locomotives.

    2 Any adjustment to CL should be made in accordance with Memorandum.

    3 To comply with the definition of ULEL, all entries in column 6 must be:

-- Less than or equal to 4 g/bhp-hr if this form is being submitted for a calendar year from 2002 through 2011, or
-- Less than 3 g/bhp-hr if this form is being submitted for a calendar year from 2012 through 2014.

    4 Locomotive Days of Operation should be calculated in accordance with the definition contained in Section II of the
Memorandum.

    5 Weighting Factor is determined as follows:

If Locomotive Horsepower is less than 2,000:              Factor=1
If Locomotive Horsepower is 2,000 through 2,999:     Factor=2
If Locomotive Horsepower is 3,000 or more:               Factor=5

    6 If the Participating Railroad believes that one or more adjustments to the preliminary weighted average emission level
of ULELs are appropriate in a manner similar to the Adjustments to FA permitted in accordance with paragraph III.D.I
of the Memorandum.
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