




PROPOSED REGULATION ORDER

ASBESTOS AIRBORNE TOXIC CONTROL MEASURE
FOR SURFACING APPLICATIONS

[Note: The proposed amendments to Section 9310.6 are shown in strike out to
indicated proposed deletions and underline to indicate proposed additions.]

Section 93106. Asbestos Airborne Toxic Control Measure Asl;)estos CORtaiRiRg
8erpeRtiRe for Surfacing Applications.

(a) Definitions. For the purposes of this section, the following definitions shall apply:

(1) "Aggregate" means a mixture of mineral fragments, sand, gravel, rocks, or
similar minerals.

(2) "Alluvial deposit" means any deposit of sediments laid down by running
water including but not limited to streams and rivers.

(3) "Approved asbestos bulk test method" means ARB Test Method 435 or an
alternative asbestos bulk test method approved in writing by the Executive
Officer of the Air Resources Board.

(4) "ARB" means the California Air Resources Board.

f31@ "ARB Test Method 435" means the test method specified in Title 17,
California Code of Regulations, section 94147.

{41@ "Asbestos" means asbestiforms of the following hydrated minerals:
chrysotile (fibrous serpentine). crocidolite (fibrous riebeckite), amosite
(fibrous cummingtonite--grunerite), fibrous tremolite, fibrous actinolite, and
fibrous anthophyllite.

(7) "Asbestos-containing material" means any material that has an asbestos
content of 0.25 percent or more as determined by an approved asbestos
bulk test method

(5) "Asbestos containing serpentine rnaterial" rneans serpentine rnaterial that
has an asbestos content greater than 1i"e percent (5.0%) as deterrnined
by ARB Test Method 435.

(8) "Asbestos geologic assessment" means a geologic evaluation of a
property conducted by a registered geologist to determine the presence of
asbestos, asbestos-containing material, or ultramafic rock.
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